
ModelPart
Number

Holding
Power

(lbs)

Boats Up To:
(20K Winds*)

Chain
-

Dia.

Weight
(lbs) Anchor

Height
Stock

Length
Fluke

Length

94010 S®160 160 3.5 10 Ft. 3'- 3/16" 17-1/4" 13" 9"
94011 S®300 300 5 17 Ft. 3'- 3/16" 19-1/2" 14-3/4" 10-1/2"
94012 S®600 600 9 27 Ft. 3'- 3/16" 24" 18-1/4" 12"
94013 S®920 920 14 31 Ft. 4'- 1/4" 28-1/4" 21-1/2" 14-1/4"
94014 S®1300 1300 16 36 Ft. 4'- 3/16" 31-3/4" 24" 16-1/2"
94015 S®1600 1600 25 40 Ft. 5'- 5/16" 35" 26-3/4" 19"
94016 S®2000 2000 43 45 Ft. 6'- 3/8" 40-1/4" 31" 22"
94017 S®3000 3000 70 55 Ft. 8'- 1/2" 50" 38" 26-1/2"
94018 S®3500 3500 100 60 Ft. 8'- 5/8" 54" 41" 28-3/4"
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Genuine
DANFORTH®

STANDARD®

® Registered Trademark of TIE DOWN ENGINEERING, Inc. Atlanta, Georgia 30336 www.danforthanchors.com

* Tested under equivalent conditions and average bottom conditions

TRADITIONAL, SUPERIOR HOLDING POWER

This anchor has the traditional 

holding power which has 

always been associated with 

Danforth Standard Anchors.  

The shank is made of high 

strength steel.  The steel flukes 

are strong and wide.  Each 

anchor has a hot dipped 

galvanized coating for long 

lasting protection.
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